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SAL1000W

HIGH OUTPUT SOLAR AREA LIGHT
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High performance solar area light designed for

u!.ill_

exterior lighting applications.
Built for durability, efficiency, and long life.
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SPECIFICATIONS
Model

| Shell Attributes
Housing Material
Lense Materlal
Solar Panel Material
Beam Angie
Input Voltage
Luminous Efficiency

Luminous Flux

LED Chips

Charge Time

Power Supply

LED OQutput

Color Rendering Index
Color Temp

Run Time on Full Charge
Sensor

Remote Control
Lighting Mode
Working Temp
Lifespan (hours)
Weight (lbs)

Stze (in)

Certificate

Instail Height
Warranty

®

1000W

LED OUTPUT

SALTOOOW

IP65, Anti Aging, Anti Corresion, Anti-UY

ABS

Optical Polycarbonate
Pelycrystaiiine Silicon
120°

6V 12W

>100Irm/w

100,000

8005MD AREA LIGHT
8-6 Hours

Solar

1000w

RA > 70
3000k-6500k

12/36 Hours
Occupancy + Dusk to Dawn
Yes

Multiple

-40 to 135°

50,000

15

16"14%3

CE, BOS5I4, 1509001
12-22ft

Ty:

OCCUPANCY + IP65
DUSK TO DAWN WATERPROOF
SENSOR

Need Light? Go Solar with Industrial OQutdoor Solar Lighting!

® WWW.ABPOWERLIGHTING.COM




